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NOZZLE TYPE LOW 
COST

LOW 
PROFILE

PUSH 
FIT

WEDGE 
LOCK N NA DGM DH400H

Material Aluminised Steel Nickel
Plated Steel Stainless Steel

Thickness 3.5mm - 4mm 5mm 4mm

Max. Temperature 300°C 600°C 350°C

Voltage 24V - 400V 230V - 250V 230V

Max. Load 5.3W/cm² (Max. 1000W) 10W/cm² 6W/cm²

Clamp Type Flange Clamp N/A Flange Clamp Roller Bolt Flange Clamp

Clamp Gap 6mm - 8mm 6mm

Clamp Height 7mm - 8mm 9mm 8mm

Clamp Bolt Ø M4 N/A M4 M5

Flash Test 1500V @ 3MA 500V @ 1.6MA

Minimum Ø 19mm Ø 25mm Ø 30mm Ø 25mm Ø

Maximum Ø 152mm Ø 110mm Ø

Minimum Length 16mm 25mm 25mm 20mm

Maximum Length 110mm 140mm 70mm

Holes Possible Yes No Yes

Cut Outs Possible Yes No Yes

Integral Thermocouple [Please Enquire]

Cable Type Glass Fibre / Metal Braided Metal 
Braided Metal Braided / Steel Hose Metal Braided

Optional Cable Exit N/A Yes (see below)

Please note the cable exit position can be moved, as long as the heater diameter is not too small.

DESIGN SPECIFICATIONS

CABLE EXIT OPTIONS

Tangential 
@ 0°

Tangential
@ 45°

Axial
@ 0°

Axial
@ 45° Radial Tangential

Flat Cap
Axial

Flat Cap

N Standard

NA ü Standard ü

DGM ü ü ü ü ü ü ü

DH400H ü ü ü Standard ü
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